
Features and Benefi ts

Server/Workstation Cases

Powerful, Versatile, Convenient 

Server
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ServerSR107
Pedestal and Rackmount Convertible Server/Workstation Case

l Ideal Thermal Design
 • Optional high performance rear and middle 120 mm fans 

 • Maximum air fl ow rate through SCSI and serial ATA backplane

 • Additional 92 mm fan for non-hotswap cage cooling

 • Pass Intel Xeon 3.06 GHz CPU Test

l Excellent EMI Solution
 • Well design EMI shielding SUS covers for 5.25" bays

 • EMI conductive spring for slot windows

 • True contact per 25 mm around chassis edges

 • CE/FCC compliant

l Time-saving Installation and Maintenance 
 • Screwless design for CD-ROM and FDD

 • Screwless 120 mm fan holder

 • Thumb screws to fasten HDD cage

 • Optional 2 front access USB2.0 ports via mold cable

 • Easy removable front bezel design

l Confi guration Flexibility
 • Optional Ultra320 SCSI and serial ATA backplane

 • Optional hotswap and non-hotswap cage

 • Standalone and rackmount convertible

l System Security
 • Support Kensington lock, key lock (option)



Features and Benefi ts

Server Specifi cation
Case
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Model Name SR107 Cooling Fan 
(Option)

Rear 1 x 120 mm
M/B Form Factor Extended ATX (12” x 13”) Middle 2 x 120 mm
CPU Type Intel® Xeon, AMD Opteron/Athlon™ Front Panel I/O (Option) 2 x USB 2.0
Dimension (DxWxH) 620 mm x 220 mm x 425 mm Security Lock Key Lock on Front Bezel

24.4” x 8.7” x 16.7” Kensington Lock Supported
Drive Bays External 5.25” 3 Material SECC

3.5” 1 Sheet Metal Thickness 1.0 mm
Internal 3.5” 8 (For HDD) Plastic Material Type ABS-HB

Backplane (Option) Ultra320 SCSI, serial ATA Net Weight (Chassis Only) 18 Kg
PSU (Option) Form Factor PS/2, N+1 Redundant Gross Weight 22 Kg

Watts 550 W or above Reference Container Information 
Single Packing
Bulk Packing

20’ 40’ 40’H
Switch Power, Overheat & Reset, Alarm Mute 140 280 336
Indicators Power, HDD/LAN Activity, Overheat & Fan Failure 224 480 x
Slot Opening 7

 Power on button

 Reset button

 Alarm mute

 5.25” to 3.5” bracket (option)

 External 1 x 3.5” drive bay

 HDD trays

 Foot stand

SR107
 Status LEDs

 2x USB 2.0 ports (option)

 Detachable top cover for rackmount

 5.25” Device slide rails

 FDD bracket

 Full size PCI retainer

 2 x 120 mm fan (option)

 Replaceable PSU bracket

 PS/2 or mini redundant PSU (option)

 120 mm fan (option)

 Slot bracket with venting holes

 Kensington lock

6

7

8

9

1

2

3

4

5

1 2

3

4

5

6

7 8 9




