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Features:

« Universal AC input / Full range

- Efficiency =79 - 87%

+ Protections: Short circuit / Overload / Over voltage / Over temp.

+ High reliable Japanese brand 105°C aluminum electrolytic capacitors
+ Ball bearing fan

+ LED indicator for power on

+ Flexible voltage adjustment by VR

« Safety & EMI: cUL/CB/TUV/CE/FCC
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u 1.0C Output Voltage

2.0C Maximum Load A 4 60 80 40 60 80 167 267 375 84 134 188 417 67 038

| a.Total DC Output [w 1s2 | 28 | 304 | 200 | 300 | 400 | 200 | 3204 | 4s0 | 200 | m216 | 4512 | 200 | 0 | 450 |
4. Efficiency at 115/230V % 7679 TE/79 7679 80/82 80/82 8082 B4/86 84/88  B4/86 BHBT  85/87 BG/BT  B4/85  B84/85  B4/85

| 5.4C Input voltage v ] AC 90-264(47~63Hz) |
6.AC Input Currentat 1151230V A 63

| 7.votage Adjusting Range | v | 342-423.42-42] 3.42-42 | 45-5.5 | 4555 | 4.5-55 |108-132[10.8-13.210.8-13.221 6-27.6 | 21.6-27.6 21 6-27.6 43 2-628[432-52 8[43.2-628
8 Ripple & Noise mv 150 150 150 150 150 150 120 120 120 150 150 150 200 200 200

| 0. werking Temperature [c| -30°Cto70°C |
10.Cooler Type (PF series)60X60X25mm Ball bearing fam; (PE series)Fres air convection

| 11 Dimensians (LowxH) | mm | L210XWH5XHS0 |

- PF

Dimension:
L210 x W115 x H50mm
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Www.seasonicusa.com 150 32
usa@seasonic.com

Tel: +1 626 969 9966

Fax: +1 626 969 9986

Sea Sonic Europe B.V.

europe@seasonic.com

Tel: +31 (0)10-2262131

Fax: +31 (0)10-2519947

Specification may change without prior notice.
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