Dimension:

1 120 x \WQ7 ¥ H2Qmm
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Features:

+ Universal AC input / Full range
- Efficiency =82% -87%
» Protections: Short circuit / Overload / Over vo

ltage / Over temp.

+ High reliable Japanese brand 105°C aluminum electrolytic capacitors

» Compact Form Factor

+ LED indicator for power on

+ Flexible voltage adjustment by VR
» Remote sensor function

+ Safety & EMI: cUL/CB/CE/FCC

Output Specifications:

Specification SSE-10

) (L) RS

01 SSE-1001 SSE-1001

HE-12 HE-24 HE48
1.DC Output Voltage v | 5 12 24 48
2.DC Maximum Load A 15 85 45 22
| 3.Total DG Output w 75 102 108 105.6
4 Efficiency at 115/230V % 79/82 85/87 85/87 85/87
| 5.AC Input Voltage v AC 90~264(47~63Hz)
6.AC Input Current at 115/230V A 3/1.5
| 7.voltage Adjusting Range ‘v | 4555 10.8~13.2 21.6~276 43.2~52.8
8.Ripple & Noise mV 80 120 120 200
| 9.Working Temperature ‘ °C | -30°C to 70°C
10.Cooler Type Free air convection
| 11.Dimensions (LxWxH) | L120XWI7XH38
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Specification may change without prior notice.
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